03 SAFETY MEASURES
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NECESSARY CARE

CUSTOMER SERVICE

Before installing the product, read the
entire manual carefully and do not discard
it. The safety of users, the warranty, the
good functioning and the durability of this
product depend on the correct installation,
as per the instructions in this manual.

Recommended protection devices:
RCD: Residual Current Devices
SPD: Surge Protective Devices
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Check the product's
condition before
starting the installation.

Turn the power off
when dealing with
electrical installations.
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Do not use chemicals or abrasives,
they may damage the product’s casing.
For cleaning, turn the power off

and use only a damp cloth.

Do not modify or tamper with the product.

Doing so will void the warranty.

Do not install this product in spaces
where it can come in contact with water,
humidity or mold.

This is a delicate product: take care
handling while installing it, so as to
not step on it, twist or bend it.

In case you use more than one product

in the same space, make sure they are not
installed on top of each other or too close

together. Make sure to leave an adequate
space between the products, allowing air

to circulate, so as to avoid overheating

the downlights.

To ensure a safe and efficient product
performance, it is essential that it isn't
boxed in. The device should be installed
in a ventilated spot, with free air
circulation.

BEWARE!
Any of these actions will void
the warranty.

Contact us for any questions
related to your product.

support@stella.com.br
+55 51 35297044

Product replacements will not be
accepted in cases of misuse, or
improper installations caused by
failures to comply with the guidelines
in this manual.

The warranty does not apply to
products damaged by power surges.
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Installation Manual

ROUND OFFICE

ROUND NARROW
LED RECESSED DOWNLIGHT

STL25390/EU | STL25340/EU | STL25339/EU



01 DIMENSIONS
Reference: Reference:
STL25390/EU STL25339/EU

Cutting dimension:
Z1MImm (4.2")
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Reference:
STL25340/EU

Cutting dimension:
@152mm (6")
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@135mm

@186mm

Cutting dimension:
@54mm (2.1/8")

/S

260mm

02 INSTALLATION

STEP 1. Make the holes in the intended spot according to
the downlight's model, as per the DIMENSIONS informed
in this manual.

STEP 2. Connect the driver’s phase and neutral conductors
to the corresponding mains power’s cables. Using any other
driver than Round'’s own driver may damage the product,
voiding the warranty.

STEP 3. Push up the side flaps and put the downlight
in the hole in the ceiling
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support@stella.com.br
www.stella.com.br

Imported and distributed by:

Stella Lighting Europe SL.

Calle Velazquez 157 28002 Madrid, Spain
NIF/VAT: ESB22586184

Origin: China
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